
CAUTION

Using high-Pressure wate6 as from
a car wash facilitY, could damage
the radiator fins and impair the ra'
diator's effectiveness.
Do not obstruct or deflect airflow
through the radiator by installing
unauthorized accessories in front
of the radiator or behind the cooling
fan. lnterference with the radiator
airflow can lead to overheating and
consequent engine damage.

Radiator Hoses:
Check the radiator hoses for cracks or

deterioration, and connections for loose-
ness in accordance with the Periodic Main-
tenance Chart.

Coolant:
Coolant absorbs excessive heat from the

engine and transfers it to the air at the
radiator. lf the coolant level becomes

low, the engine overheats and may suffer
severe damage. Check the coolant level
each day before riding the motorcycle, and
replenish coolant if the level is low Change
the coolant in accordance with the Periodic
Maintenance Chart.

Information for Coolant
To protect the cooling system (consisting

of the aluminum engine and radiator) from
rust and corrosion, the use of corrosion and
rust inhibitor chemicals in the coolant is
essential. lf coolant containing corrosion
and rust inhibitor chemicals is not used,
over a period of time, the cooling system
accumulates rust and scale in the water
jacket and radiator. This will clog up
the coolant passages, and considerably
reduce the efficiency of the cooling system.
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