Speedometer and Tachometer

The speedometer shows the speed of
the vehicle. In the speedometer face are
the odometer and trip meter. The odometer
shows the total distance that the vehicle
has been ridden. The trip meter shows the
distance traveled since it was last reset to
zero. The trip meter can be reset to zero by
turning the reset knob counterclockwise.

The tachometer shows the engine speed
in the revolutions per minute (r/min, rpmy).
On the right side of the tachometer face is a
portion called the “red zone.” Engine r/min
(rpm) in the red zone is above maximum
recommended engine speed and is also
above the range for good performance.

CAUTION

Engine r/min (rpm) should not be al-
lowed to enter the red zone; opera-
tion in the red zone will overstress
the engine and may cause serious
engine damage.

CAUTION

To avoid damage, the reset knob
must be turned counterclockwise.

Indicator Lights

=7 : The oil pressure warning light goes

on whenever the oil pressure is danger-
ously low or the ignition key is in the ON
position with the engine not running, and
goes off when the engine oil pressure is
high enough. Refer to the Maintenance
and Adjustment chapter for more detailed
engine oil information.

¢ : When the turn signal switch is
turned to left or right, the corresponding
turn signal indicator light flashes on and off.

N: When the transmission is in neutral,
the neutral indicator light is lit.

50 : When the headlight is on high
beam, the high beam indicator light is lit.
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